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m cable glands it is possible to deliver special

tighten tongs — see picture.

To achieve a reliable protection (IP 54), properly
tighten the glands.

Unused holes and openings must be closed by
certified plugs that comply with required degree
and type of protection - see art.6.

4.3 Connection of wires to terminals
There are used either the cage clamp terminals or screw terminals.
Their function is clear from the following pictures.

4.3.1 Cage spring terminals

By pressing a cage clamp of the terminal block (1) e.g. with a suitable
screwdriver (or a special WAGO screwdriver supplied by customer's
request) you unfasten space for the connection of a wire. By pushing
of the wire (2) and releasing the cage clamp (3) a perfect current-
carrying connection is created.

At connection of two adjacent terminal block with cage clamp by
means of special blade jumper, press this jumper with power into both
terminal blocks so that it does not overreach the terminal block (see
following picture)

At some types of terminals with cage clamp it is necessary to use a
greater one terminal when connecting a wire with a ferrule. E.g. for
connection of a 2,5 mm? wire with the ferrule, it is necessary to use a
terminal block 4,0 mm®.

|c5u|ai‘|u||a.
Safety regulations for operating personnel and work on electrical
equipment are identified by EN 50110-1.

6. INSPECTION AND PREVENTIVE MAINTENANCE
Inspections and preventive maintenance of explosion-proof el.
equipment is determined by CSN EN 60079-17 (unless determined
otherwise by a notice, local regulations, etc.).

To remove box cover unscrew six hexagon socket screws M12.

obe 1 If any equipment (push buttons, signal
SRR " |lamps, etc.) is assembled in the cover, you
must use a special mounting hinges MZ-
HM (loose part of delivery) to prevent
damage of wiring. Unscrew right upper
and right lower screw M12 and screw up
mounting hinges MZ-HM instead of them
in such a way, so that the movable part
can move only on a horizontal level (not
on a vertical or angular level). Do not
tighten the hinges too tight in order not to
damage them. Then unscrew the four
remaining screws. Straighten both the
or2 hinges, pull out a little the cover behind
R the joint of hinges (picture 1) and overturn
them slightly to the right (picture 2).

When closing the box, proceed in a
reverse way and properly tighten all six
screws.

Before closing the cover clean the joint
surface and assure that it is not damaged
anyway. Than provide it with a thin layer of
no sol|d|fy|ng grease without content of solvents (e.g. K3 acc. to CSN
65 6911) for protecting of joint from corrosion. Cleaning of joint
surfaces is permitted only with non-metal scrapers and a liquid not
causing corrosion.

Renovation of grease on joint surface must be performed at least
once a year!

At the same time it is necessary to renovate the layer of grease on all
sliding surfaces of mobile parts of the instrument.

B \\*"“HQ““‘AFA
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