
Physical Technical Testing Institute

Ostrava-Radvanice

(1)

(2)

EC-Type Examination Certificate
Equipment or Protective Systems Intended for use

in Potentially Explosive Atmospheres

Directive 94/9/EC

(3) EC-Type Examination Certificate Number:

FTZU 10 ATEX 0022

(4) Equipment or protective system : Explosion proof bushings type M... x .

(5) Manufacturer: GENERI, S.LO.

(6) Address : Unicovska 50, 787 01 Sumperk, Czech Republic

(7) This equipment or protective system and any of acceptable variat ion thereto is spec ified in the
schedule to this certificate and the documents therein referred to.

(8) The Physical Technical Testing Institute, notified body number 1026 in accordance with Art icle 9 of the
Council Directive 94/9/EC of 23 March 1994, certifies that this equipment or protective system has

been found to comply with the Essential Health and Safety Requirements relating to the design and
construction of equipment and protective systems intended for use in potentially explosive

atmospheres given in Annex II to the Directive.

The exam ination and test resu lts are recorded in confidential Report W

10/0022 dated 13 October 2010

(9) Compliance with Essential Health and Safety Requirements has been assured by compliance with:

EN 60079-0:2009; EN 60079-1 :2007; EN 60079-7:2007;

(10) If the sign "X" is placed after the certificate number, it indicates that the equipment or protective system

is subject to special conditions for safe use specified in the schedule to this certificate.

(11) This EC-TYPE EXAMINATION CERTIFICATE relates only to the design , examination and testing of
the specified equipment or protective system in accordance to the directive 94/9/EC.

Further requirements of the Directive apply to the manufacturing process and supply of this equipment
or protective system. These are not covered by this certificate.

(12) The marking of the equipment or protective system shall include the following:
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Annex: No. (10 pages)

Ex de IIIIC Gb Tx - see below annex (valid only for type M.S.x.)

Ex d III1B+H2 Gb Tx - see below annex (valid for all other types)

I M2/11 2G

I M2/11 2G

Dip/. In . Sindler Jaroslav

Head of certification body

Responsible p e r s o ~

FTZU, Pikartska 7,71607 Ostrava Radvanice, tel +420 595223 11 1, fax +420 596232672.e-mail: ftzu@ftzu.cz



Physical Technical Testing Institute

Ostrava-Radvanice

(13) Schedule

(14) EC-Type Examination Certificate N° FTZU 10 ATEX 0022

(15) Description of Equipment or Protective System:

Explosion proof bushings are intended for installation into flameproof enclosure "d", Bushings

represent partial flameproof enclosures Ex d I/IIB+H 2 or Ex de I/IIC (only bolt bushings) with screw

brass case . Cases can be nickel-coated and together with enclosure wall form appropriate

flameproof joint. Bushings are used for connection of electrical or optical circuits in two separated

parts of explosion proof apparatus, generally between instrumental part of flameproof enclosure "d"

and increased safety "e" terminal part, eventually between two flameproof enclosures "d". Bushings

installation has to be in accordance with User's instruction N740087 . Operating temperature range

-60°C :s; Tserv :s; +115°C is a maximum, the actual range depends on used wires and cables - see

Annex No 1.

BUSHING SPECIFICATION:

M. x explosion proof bushing screw

T Impedance of coaxial cable: 50, 75 or 95 n (only for type K)

Optical fibre: 9/125; 50/125; 62,5/125: 100/125 or 200/300 urn (type 0)

Flat cable conductors AWG cross-section : 28, 26, 24, 20 or 18 (type P)

Bolt screw: M6, M8, M10 or M12 (type S)

Condo cross-sections: 0,35; 0,5; 0,75; 1; 1,5; 2,5 ; 4; 6; 10; 16; 25 or 35 mm
2

(type V)

Number of conductors , coaxial or optical cables : 1 to 25 (types K, 0 and V)

Number of cores of flat cable: 4 to 48 (type P)

Number of bolts: 1 (type S)

Type of bushing :

Bushing dimension :

Responsible p ~ ~

Dipl, Ing. Sindler Jaroslav

Head of certification body

K - with coaxial cables

o - with optical cables

P - with flat cables

S - with screw-bolt

V - with stranded conductors

Date of issue : 15.10.2010
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Annex: NO.1 (10 pages)

This certificate is granted subject to the general conditions of the Physical Technical Testing Institute .
This certificate may only be reproduced in its entirety and without any change , schedule included.

FTZU, Pikartska 7.71607 Ostrava Radvanice, lel -"-420 595223 I I I. fax -"-420 596 2326 2. e-mail: ft zu ~ft zu.c z



(13)

Physical Technical Testing Institute

Ostrava-Radvanice

Schedule

(14) EC-Type Examination Certificate N° FTZU 10 ATEX 0022

(16) Report No. : 10/0022

(17) Special conditions for safe use : none

dated 13.10.2010

(18) Essential Health and Safety Requirements:

18.1 They are covered by standards mentioned in (9) of this certificate .

(19) LIST OF DOCUMENTATION

• Drawings for certification G-2-902826/7, G-2-902826/8 a G-2-902826/9 dated 01.02.2010

• Description to drawings G-2-902826/ dated 01.02.2010

• User 's instruction N740087 dated 5.10.2010

Responsible person: Date of issue: 15.10.2010
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This certificate is granted subject to the general condit ions of the Physical Technical Test ing Institute.
This certificate may only be reproduced in its entirety and without any change. schedule included.
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Physical Technical Testing Institute

Ostrava-Radvan ice

Annex No.1

to the EC-Type Examination Certificate N° FTZU 10 ATEX 0022

TECHNICAL PARAMETERS:

COAXIAL BUSHING OF TYPE M.K.X.

Nominal impedance:

Voltage test:

Type index:

K1

K2

K3

K4

K5

50 n, 75 n or 95 n (according to cable type)

1,5 kV

Operating temperature range :

-20°C:;;; Tserv s +65°C

-20°C:;;; Tserv s +70°C

-30°C:;;; Tserv s +1OO°C

-40°C:;;; Tserv s +115°C

-55°C:;;; Tserv s +115°C

Note: Bushing of type M10K.x. have range -55°C s Tserv s +60°C

OPTICAL BUSHING OF TYPE M.O.X.

Design of optica l fibre :

Max. power transm ission:

Maximal optical intensity:

Type index:

01

02
03

04

9/125; 50/125; 62,5/125; 100/140 or 200/300 11m

35 mW or 15mW (limitation acco rding to EN 60079-28)

5 mW/mm
2

(limitation accord ing to EN 60079-28 )

Operating temperature range :

-10°C:;;; Tserv s +60°C

-20°C :;;; Tserv :;;; +70°C

-45°C:;;; Tserv s +70°C

-40°C :;;; Tserv s +85°C

FLAT CABLE BUSHING OF TYPE M.P.X.

Number of cores :

Cross-section of each core :

Max. continuous current:

Nominal voltage:

Type index:

P1

P2

4 to 48

28 AWG (0,08 rnrn"), 26 AWG (0,14 mm"), 24 AWG (0,25 rnrn")

20 AWG (0,5 rnrn'') or 18 AWG (0,75 mm 2
)

< 1 A - valid for temperature rise LH core < 30 K

300 V

Operating temperature range :

-40°C :;;; Tserv s +105°C

-20°C:;;; Tserv s +80°C
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Physical Technical Testing Institute

Ostrava-Radvan ice

Annex No.1

to the EC-Type Examination Certificate N° FTZU lOATEX 0022

BOLT BUSHING OF TYPE M.S.X.

Bolt case screw specification:

Nominal voltage:

Voltage test:

Operating temperature range:

M24x1,5-6g or M25x1 ,5-6g (M6, M8)

M32x1,5-6g or M33x1 ,5-6g (M10, M12)

1250 V

3,5 kV

-60°C s Tserv s +115°C

Bolt thread size: M6 M8 M10 M12

Max. continuous currentfor T6 * 82A 114 A 170 A 227 A

Nut bolt tightening torque : 4Nm 8Nm 13 Nm 20 Nm

Connectab le cross-section :
6 - 25 mm" 10 - 50 rnm'' 16 - 95 rnrrr' 25 -150 mrn"

• with compression or clamping type of lug ••
6 - 35 mm" 10 -70 mrn" 16 -120 mm" 16 -185 mm". with V-terminal clamp **

* Valid for temperature rise 40K
** Acceptable connections of conductors to bolts:

• Compression type straight lug with spring washer and nut

• Compression type angle lug (90°) with spring washer and nut

• Clamping type lug
• V-terminal clamp with spring element and clamping plate

Above mentioned acceptable connections of conductors to bolts are in accord with EN 60079-7 (increased

safety "e)

WIRE BUSHING OF TYPE M.V.X.

Nominal current: acc. to Table of technical parameters (see bellow)
Nominal voltage: 400V, 690V or 1000V (acc. to type and cross-section of used wires)
Voltage test: according to nominal voltage of wire bushings **

Bushings with nominal voltage 1000 V are tested by voltage 3,5 kV,
Bushings with nominal voltage 400 V or 690 V are tested by voltage 2,5 kV,
Other bushings are tested by voltage (1000+2U) V.

Type index: Operating temperature range: Nominal voltage**

V1 -20°C s Tserv s +70°C 400 I 690 V**

V2 -40°C s Tserv s +90°C 400 I 690 V**

V3 -30°C s Tserv s +110°C 400 I 690 V**

V4 -30°C s Tserv s +115°C 400 I 690 V**

V5 -40°C s Tserv s +115°C 690 11000 V**

V6 -55°C s Tserv s +115°C 690 11000 V**

V7 -60°C s Tserv ~ +115°C 690 11000 V**

V8 -60°C s Tserv s +115°C 690 11000 V** ~ ~&
s; r"Z· ...-

** Lower value means nominal voltage of bushing with wires cross-sections up to 1 m ' I .c ~ I .' 'f;j !
higher value means nominal voltage of bushing with wires cross-sections above 1 rn 7'.. ~ '$

All values of nominal voltage are valid for fixed installation of bushing wire '<>' AO 210 ~'f
NS ')~ 10

H ZU. Pikartska . 160 Ostrava Radvanice, tel - ·r W 595223 I I I. fax -·rw596 232 672. e-mail: ftzu~ ftzu .cz



Physical Technical Testing Institute

Ostrava-Radvanice

Annex No.1

to the EC-Type Examination Certificate N° FTZU 10 ATEX 0022

Relat ion between amb ient temperature Ta, temperature class Tx and Tserv for coaxia l cables:

Type of cable K1 K2 K3 K4, K5

Ta max. 1°C] 65 70 80 I 95 I 100 80 I 95 I 115

Tx T6 T6 T6 I T5 I T4 T6 I T5 I T4

Tserv max. 1°C] 65 70 100 115

Note: temperature rise of bushing for coaxial cables due to the passing current is neglected

Relation between ambient temperature Ta, temperature class Tx and Tserv for optical cables :

Type of cable 01 02,03 04

Ta max. 1°C] 60 70 80 I 85

Tx T6 T6 T6 I T5

Tserv max. 1°C] 60 70 85

Note: temperature rise of bushing for optical cables due to the passing current is neglected

Relation between ambient temperature Ta, temperature class Tx and Tserv for flat cables::

Type of cable P1 P2

Ta max. 1°C] 50 I 65 I 70 45

Tx T6 I T5 I T4 T6

Tserv max. 1°C] 105 80

Note: valids for pro continuous current < 1 A (t:" Teare < 30 K)

Relation between temperature rise of bushing L'iTsurf, L'iTserv, ambient temperature Ta , temperature
class Tx and Tserv for wires :

Type of wire V1 V2 V3 V4 , V5, V6, V7 a V8

t:"Tsurf [K] 30 30 45 30 45 60 30 45 60 75

Ta max . 1°C] 35 50 55 50 50 65 75 40 45 50 65 80 40 50 35

Tx T6 T6 T5 T6 T6 T5 T4 T5 T4 T6 T5 T4 T5 T4 T4

t:"Tcore [K] 30 35 30 55 55 40 30 65 60 60 45 35 70 60 35

Tserv max . [0C] 70 90 110 115

Note:

1. Temperature rise t:" Tsurf is given by current Isurf - see Annex no. 1 TABLE OF TECHNICAL

PARAMETERS
2. Temperature rise of copper wire cores t:" Teare is given by current Icore - see Annex no. 1 TABLE

OF TECHNICAL PARAMETERS
3. Relation between temperature rise of copper wire cores of bushing t:" Teare, ambient tem erature

Ta and maximum operating temperature Tserv (max.): \CAL r€ '
t:" Teare + Ta s Tserv. IS'~.

~ "'(;\

:i ~Z ·F.lage 110

~ . ~I
FTZU. Pikartska . 160 Ostrava Radvanice, tel"' ~ 20 -9- 223 11 1. fax -~2 0 -96 232 6 2.cJ) . ' ~/
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6IZb Physical Technical Testing Inst itute

Be Ostrava-Radvanice

Annex No.1

,

to the EC-Type Examination Certificate N° FTZU lOATEX 0022

TABLE OF TECHNICAL PARAMETERS

Cross-
No. Allowable current loadin A related to tern erature rise (LlTs urf, LlTcore

section
of Bushing 30 K 45 K 60 K 75 K

[rnrn
2

]
condu dimension Isur f Icore Isurf Icore Isur f Icore lsu rf Icore
ctors

(*) (* *) (*) (* *) (*) (* *) (*) (**)

1 M IO,M 12,M 16,M24,M25 9,4 8,5 11,5 10,4 13,3 21.1 14.9 13.5

2 M 16,M24,M25 7,6 6,9 9,3 8,4 10,7 9,7 12 10,9

3 M I6,M24 ,M25 6,6 6 8,1 7,4 9,4 8,5 10.5 9.5

4 M 16,M24,M25 6,1 5,5 7,4 6,7 8,6 7,8 9.6 8.7

5 M 16,M24 ,M25 ,M32,M33 ,M36 ,M38 5,6 5,1 6,9 6,3 8 7.2 8,9 8.1

6 M 16,M24 ,M25,M32 ,M33 ,M36 ,M38 5,3 4,8 6,5 5,9 7,6 6,8 8,5 7.7

7 M24 ,M2 5,M32 ,M33 ,M36 ,M38 5,1 4,6 6,2 5,6 7,2 6.5 8 7.3

8 M24 ,M25,M32,M33,M36 ,M38 4,9 4,4 6 5,4 6,9 6,3 7,7 7

9 M24 ,M25,M3 2,M33 ,M36 ,M38 4,7 4,2 5,7 5,2 6,6 6 7.4 6.7

10 M24,M25,M32,M33 ,M36 ,M38 4,5 4,1 5,6 5 6,4 5.8 7,2 6.5

II M24 ,M25 ,M32 ,M33,M36 ,M38 4,4 4 5,4 4,9 6,2 5,6 7 6,3

12 M24 ,M25 ,M32,M33 ,M36 ,M38 4,3 3,9 5,2 4,8 6, 1 5,5 6,8 6,2

13 M24 ,M25 ,M32,M33,M36 ,M38 ,M42 4,2 3,8 5,1 4,6 5,9 5.4 6,6 6

14 M24 ,M25 ,M32 ,M33 ,M36 ,M38 ,M42 4,1 3,7 5 4,5 5,8 5,2 6,5 5,9

15 M24 ,M25 ,M32 ,M33,M36 ,M38 ,M42 4 3,6 4,9 4,4 5,6 5, 1 6.3 5,7

16 M32,M33,M36,M38 ,M42 3,9 3,5 4,8 4,3 5,5 5 6,2 5,6

17 M32 ,M3 3,M36 ,M38 ,M42 3,8 3,5 4,7 4,3 5,4 4,9 6. 1 5,5

18 M32,M33 ,M36,M38 ,M42 3,8 3,4 4,6 4,2 5,3 4,8 6 5,4

19 M32 ,M33 ,M36,M38 ,M42 3,7 3,3 4,5 4,1 5,2 4,7 5,9 5.3
20 M32 ,M33,M36,M38 ,M4 2 3,6 3,3 4,5 4 5,1 4.7 5.8 5,2

21 M32 ,M3 3,M36 ,M38 ,M42 3,6 3,2 4.4 4 5,1 4.6 5.7 5, 1

22 M32 ,M33,M36,M38M42 3,5 3,2 4,3 3,9 5 4.5 5,6 5.1

0,35 23 M32 ,M33,M36 ,M38 ,M42 3,5 3,1 4,3 3,9 4,9 4,5 5,5 5
24 M32 ,M33 ,M36,M38,M42 3,4 3,1 4,2 3,8 4,9 4.4 5,4 4.9
25 M32 ,M33 ,M36 ,M38 ,M42 3,4 3, 1 4,2 3,8 4,8 4,4 5,4 4.9

26 M36 ,M38 ,M42 3,3 3 4,1 3,7 4,7 4.3 5.3 4.8

27 M36 ,M38 ,M42 3,3 3 4,1 3,7 4,7 4,2 5,2 4.7

28 M36 ,M38 ,M42 3,3 3 4 3,6 4,6 4,2 5,2 4.7

29 M36,M38 ,M42 3,2 2,9 4 3,6 4,6 4,1 5, I 4.6

30 M36,M38 ,M42 3,2 2,9 3,9 3,6 4,5 4.1 5, 1 4,6

31 M36 ,M38,M42 3,2 2,8 3,9 3,5 4,5 4, 1 4.5

32 M36,M38,M42 3, 1 2,8 3,8 3,5 4,4 4 5 4.5

33 M36,M38,M42 3, 1 2,8 3,8 3,4 4,4 4 4.9 4.5

34 M36,M38,M42 3, 1 2,8 3,8 3,4 4,4 3,9 4,9 4.4

35 M36 ,M38 ,M42 3 2,7 3,7 3,4 4,3 3,9 4,8 4,4

36 M42 3 2,7 3,7 3,3 4,3 3,9 4,8 4.3

37 M42 3 2,7 3,7 3,3 4,2 3,8 4,7 4,3

38 M42 3 2,7 3,6 3,3 4,2 3,8 4,7 4,3

39 M42 2,9 2,7 3,6 3,3 4,2 3,8 4,7 4,2

40 M42 2,9 2,6 3,6 3,2 4.1 3,7 4,6 4.2

41 M42 2,9 2,6 3,5 3,2 4. 1 3,7 4.6 4.2

42 M42 2,9 2,6 3,5 3,2 4,1 3,7 4.6 4.1

43 M42 2,8 2,6 3,5 3,2 4 3.7 4.5 4.1

44 M42 2,8 2,6 3,5 3, 1 4 4,5 4.1

45 M42 2,8 2,5 3,4 3, 1 4 '; 4
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Physical Technical Testing Institute

Ostrava-Radvanice

Annex No.1

to the EC-Type Examination Certificate N° FTZU lOATEX 0022

Cross-
No. Allowable current loadlnq rAl related to temperature rise (LiT surf, LiTc ore)

section
of Bushing 30 K 45 K 60 K 75 K

[mm
2
]

condu dimension Isurf Icore Isurf Icore Isurf Icore Isurf Icore
ctors (0) (00) (0) (00) (0) (00) (0) (00)

1 M IO,M 12,MI 6,M24 .M25 11,8 10,5 14,4 12,9 16,7 15 18,7 16.7

2 M I6 ,M2 4.M25 9,5 8,5 11,7 10,4 13,5 12.1 15, I 13,5

3 M 16,M24.M25 8,3 7,5 10,2 9, 1 11,8 10.6 13,2 11.8

4 MI6,M24.M25 7,6 6,8 9,3 8,4 10,8 9,7 12,1 10.8

5 M 16,M24 ,M25 ,M32,M33,M36,M38 7, 1 6,3 8,7 7,8 10 9 11.2 9.7

6 M 16,M24,M25,M32,M33,M36,M38 6,7 6 8,2 7,4 9.5 8,5 10,6 9.5

7 M24 ,M25 ,M32 ,M33 ,M36 ,M38 6,4 5,7 7,8 7 9 8,1 10,1 9

8 M24 ,M25 ,M32,M33,M36 ,M38 6,1 5,5 7,5 6,7 8,7 7,8 9,7 8.7

9 M24 ,M25 ,M32 ,M33,M36,M38 5,9 5,3 7,2 6,5 8,3 7,5 9,3 8,4

10 M24,M25 ,M32 ,M33 ,M36 ,M38 5,7 5,1 7 6,2 8,1 7,2 9 8,2

II M24,M25 ,M32 ,M33 ,M36 ,M38 5,5 4,9 6,8 6.1 7,8 7 8.7 7,8

12 M24 ,M25 ,M32 ,M33 ,M36 ,M38 5,4 4,8 6.6 5,9 7.6 6.8 8.5 7,6

13 M24 ,M25,M32,M33,M36,M38.M42 5,2 4,7 6,4 5,7 7,4 6.6 8.3 7,4

14 M24 ,M25 ,M32,M33,M36 ,M38 ,M42 5,1 4,6 6.3 5,6 7.2 6.5 8.1 7.3

IS M24 ,M25 ,M32 ,M33 ,M36 ,M38 ,M42 5 4,5 6,1 5,5 7,1 6.3 7.9 7.2

16 M32,M33 ,M36 ,M38 ,M42 4,9 4,4 6 5,4 7 6.2 7.8 7

17 M32 ,M33 ,M36 ,M38 ,M42 4,8 4,3 5,9 5,3 6,8 6, 1 7.6 6.8

18 M32 ,M33 ,M36 ,M38 ,M42 4,7 4,2 5,8 5,2 6,7 6 7,5 6.7

19 M32 ,M33 ,M36 ,M38 ,M42 4,6 4,1 5,7 5,1 6,6 5,9 7,4 6.6

20 M32 ,M33,M36,M38,M42 4,6 4,1 5,6 5 6.5 5,8 7,2 6.5

21 M32 ,M33 ,M36 ,M38,M42 4,5 4 5,5 4,9 6,4 5,7 7, 1 6,4

22 M32 ,M33 ,M36 ,M38 ,M42 4,4 4 5,4 4,9 6,3 5,6 7 6,3

0,5 23 M32 ,M33 ,M36 ,M38 ,M42 4,4 3,9 5,4 4,8 6,2 5,5 6,9 6.2

24 M32 ,M33 ,M36 ,M38 ,M42 4,3 3,8 5,3 4,7 6,1 5,5 6,8 6.1

25 M32 ,M33 ,M36,M38,M42 4,3 3,8 5,2 4,7 6 5,4 6.7 6
26 M36 ,M38 ,M42 4,2 3,8 5,1 4,6 6 5,3 6.7 6

27 M36 ,M38 ,M42 4,1 3,7 5,1 4,6 5,9 5,3 6.6 5.9

28 M36 ,M38 ,M42 4,1 3,7 5 4.5 5,8 5.2 6.5 5.8

29 M36 ,M38 ,M42 4 3,6 5 4,5 5,7 5, I 6,4 5.8

30 M36 ,M38 ,M42 4 3,6 4,9 4,4 5,7 5.1 6,4 5.7

31 M36 ,M38 ,M42 4 3,5 4,9 4,4 5.6 5 6,3 5.6

32 M36 ,M38 ,M42 3,9 3,5 4,8 4.3 5,6 5 6.2 5.6

33 M36 .M38,M42 3.9 3,5 4,8 4,3 5.5 4.9 6.2 5.5

34 M36,M38 ,M42 3,8 3,4 4,7 4,2 5.5 4.9 6.1 5.5

35 M36 ,M38 ,M42 3,8 3,4 4,7 4,2 5,4 4,8 6.1 5,4

36 M42 3,8 3,4 4,6 4.2 5,4 4,8 6 5,4

37 M42 3,7 3,4 4,6 4,1 5,3 4,8 5.9 5.3
38 M42 3,7 3,3 4,6 4,1 5,3 4,7 5,9 5,3

39 M42 3,7 3,3 4,5 4,1 5,2 4,7 5,9 5.2

40 M42 3,7 3,3 4,5 4 5,2 4,7 5.8 5.2

41 M42 3,6 3,2 4,5 4 5,2 4,6 5.8 5.2

42 M42 3,6 3,2 4,4 4 5,1 4.6 5.7 5.1

43 M42 3,6 3,2 4,4 3,9 5,1 4.5 5.7 5.1

44 M42 3,5 3,2 4,4 3,9 5 4,5 5,6 5

45 M42 3,5 3,2 4,3 3,9 5 4,5 5,6 5

FTZlJ, Pikartska 7,716 07 Ostrava Radvanice. tel -'-420 59- 223 111. fax -'-420 -9623 2 672. e-mail : fizu1Lftzu.cz
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Physical Technical Testing Institute

Ostrava-Radvanice

Annex No.1

to the EC-Type Examination Certificate N° FTZU to ATEX 0022

Cross-
No. Allowable current loading [AJ related to temperature rise (I'>Tsu rf, I'>Tcore)

section
of Bushing 30 K 45 K 60 K 75 K

[mm
2
]

condu dimension Isurf lcor e Isurf Icor e Isurf lcore Isurf Icore
ctors

(*) (**) (*) (**) (*) (**) (*) (**)

I M1O,M 12,M 16,M24,M24 15,2 13,5 18,7 16,5 21,6 19,1 24,1 21,3

2 M I6 ,M24,M24 12,3 10,9 IS, ! 13,3 17,4 15,4 19,5 17,2

3 M16,M24,M24 10,8 9,5 13,2 11,7 15,2 13,5 17,1 15,1

4 M I6,M24,M24 9,8 8,7 12,1 10,7 13,9 12,3 15,6 13,8

5 M 16,M24,M24 9,2 8,1 11,2 9,9 13 11.5 14.5 12.8

6 MI6,M24,M24 8,7 7,5 10,6 9.4 12,3 10,8 13,7 12.1

7 M24,M25 ,M32 ,M33 ,M36 ,M38 8,2 7,3 10,1 8,9 11,7 10,3 13 II ,5

8 M24,M25 ,M32 ,M33,M36,M38 7,9 7 9,7 8,6 11,2 9.9 12,5 Il,l

9 M24,M25 ,M32 ,M33 ,M36,M38 7,6 6,7 9,3 8,3 10,8 9,5 12,1 10,7

10 M24,M25 ,M32 ,M33 ,M36,M38 7,4 6,5 9 8 10.4 9.2 11.7 10,3

II M24,M25,M32,M33 ,M36 ,M38 7,1 6,3 8,8 7,7 10.1 8.9 11,3 10
12 M24,M25M32,M33,M36 ,M38 7 6,1 8,5 7.5 9,9 8.7 II 9,7

13 M24,M25 ,M32 ,M33,M36,M38,M42 6,8 6 8,3 7.3 9,6 8.5 10,7 9,5

14 M24,M25 ,M32 ,M33,M36 ,M38,M42 6,6 5,9 8,1 7.2 9.4 8,3 10.5 9,3

15 M24,M25 .M32 ,M33 ,M36 ,M38,M42 6,5 5,7 7,9 7 9.2 8, I 10.3 9,1

16 M32.M33,M36.M38,M42 6,3 5,6 7,8 6,9 9 8 10.1 8,9

17 M32,M33,M36 ,M38 ,M42 6,2 5,5 7,6 6,8 8.8 7,8 9,9 8,7

18 M32,M33,M36 ,M38 ,M42 6,1 5,4 7,5 6,6 8,7 7,7 9.7 8,6

19 M32,M33 ,M36 ,M38 ,M42 6 5,3 7.4 6,5 8,5 7,5 9,5 8.4

20 M32,M33 ,M36 ,M38,M42 5,9 5.2 7,2 6.4 8,4 7.4 9.4 8,3

21 M32 ,M33 ,M36,M38,M42 5,8 5,1 7,1 6,3 8,2 7,3 9.2 8,2

22 M32,M33,M36,M38,M42 5,7 5,1 7 6,2 8,1 7.2 9. 1 8

0,75 23 M32,M33,M36,M38 ,M42 5,7 5 6,9 6,1 8 7,1 9 7,9

24 M32 ,M33 ,M36 ,M38,M42 5,6 4,9 6,8 6 7,9 7 8,8 7.8
25 M32,M33 ,M36 ,M38 ,M42 5,5 4,9 6,8 6 7,8 6,9 8,7 7,7
26 M36,M38,M42 5,4 4,8 6,7 5,9 7,7 6,8 8,6 7,6
27 M36,M38,M42 5,4 4,7 6,6 5,8 7,6 6,7 8,5 7,5

28 M36,M38 ,M42 5,3 4,7 6,5 5,8 7,5 6,7 8,4 7,5

29 M36,M38,M42 5,2 4,6 6,4 5,7 7,4 6,6 8,3 7.4
30 M36,M38 ,M42 5,2 4,6 6,4 5,6 7,4 6,5 8.2 7,3

31 M36,M38,M42 5,1 4,5 6,3 5,6 7,3 6,4 8,1 7,2

32 M36,M38 ,M42 5,1 4,5 6,2 5,5 7,2 6,4 8.1 7, 1

33 M36.M38,M42 5 4,5 6,2 5,5 7. 1 6,3 8 7.1
34 M36 ,M38,M42 5 4,4 6,1 5,4 7.1 6.3 7,9 7

35 M36,M38,M42 4,9 4.4 6,1 5.4 7 6,2 7,8 6,9
36 M42 4,9 4.3 6 5.3 7 6, 1 7,8 6.9
37 M42 4,9 4,3 6 5.3 6.9 6, 1 7,7 6.8
38 M42 4,8 4,3 5.9 5,2 6.8 6 7.6 6.8
39 M42 4,8 4,2 5,9 5,2 6,8 6 7,6 6,7

40 M42 4,7 4,2 5,8 5,1 6.7 5,9 7,5 6,7

41 M42 4,7 4,2 5,8 5,1 6,7 5,9 7,5 6,6

42 M42 4,7 4,1 5.7 5, I 6,6 5,9 7.4 6,6

43 M42 4,6 4,1 5,7 5 6,6 5.8 7,3 6,5

44 M42 4,6 4,1 5,6 5 6,5 5,8 7,3 6.4

45 M42 4,6 4 5.6 5 6.5 5,7 7,3 6.4

;;fjCAlr~,
CJ-?' J;-~ .
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Physical Technical Testing Institute

Ostrava-Radvanice

Annex No. 1

to the EC-Type Examination Certificate N° FTZU lOATEX 0022

Cross-
No. Allowable current loadi ng [A] related to temperature rise (LiT surf, LiT cor e)

section
of Bushing 30 K 45 K 60 K 7S K

[mm
2

]
condu dimension Isurf Icore Isurf Icore Isur f Icore Isurf Icore
ctors (*) (**) (*) (**) (*) (**) {*} (**)

I M IO,M 12.M 16,M24,M25 18,3 16 22,4 19,6 25,9 22,7 28,9 25,4

2 M I6 ,M24 ,M25 14,8 12,9 18, 1 15,9 20,9 18,3 23,4 20.5

3 M 16,M24,M25 12,9 11,3 15,8 13,9 18,3 16 20,5 17,9

4 M 16,M24,M25 11,8 10,4 14,5 12,7 16,7 14,7 18,7 16,4

5 M 16,M24 ,M25 ,M32 ,M33 ,M36 ,M38 II 9,6 13,5 11,8 15,6 13,7 17.4 15.3

6 M 16,M24,M25,M32,M33,M36,M38 10,4 9,1 12,7 11.2 14,7 12,9 16,5 14,4

7 M24 ,M25 ,M32 ,M33 ,M36 ,M38 9,9 8,7 12,1 10,6 14 12.3 15,7 13,7

8 M24,M25 ,M32 ,M33 ,M36 ,M38 9,5 8,3 11,6 10,2 13,4 11,8 15 13,3

9 M24 ,M25 ,M32 ,M33 ,M36 ,M38 9,1 8 11,2 9,8 12,9 11,3 14,5 12,7

10 M24 ,M25 ,M32 ,M33 ,M36 ,M38 8,8 7,7 10,8 9,5 12,5 II 14 12.3

II M24,M25 ,M32 ,M33 ,M36 ,M38 8,6 7,5 10,5 9,2 12,1 10,6 13,6 11.9

12 M24 ,M25 ,M32 ,M33 ,M36 ,M38 8,3 7,3 10,2 9 11.8 10,4 13,2 11,6

13 M24 ,M25 ,M32 ,M33 ,M36 ,M38 ,M42 8, 1 7,1 10 8,7 II ,5 10,1 12,9 11.3

14 M24 ,M25 ,M32 ,M33 ,M36 ,M38 ,M42 7,9 7 9,7 8,5 II ,3 9,9 12,6 I I

IS M24 ,M25 ,M32 ,M33 ,M36 ,M38 ,M42 7,8 6,8 9,5 8,4 II 9,6 12,3 10,8

16 M32 ,M33 ,M36 ,M38 ,M42 7,6 6,7 9,3 8,2 10,8 9,5 12,1 10,6

17 M32 ,M33 ,M36 ,M38 ,M42 7,5 6,5 9,2 8 10,6 9,3 11,8 10,4

18 M32,M33,M36 ,M38 ,M42 7,3 6,4 9 7,9 10,4 9,1 11,6 10,2

19 M32 ,M33 ,M36 ,M38 ,M42 7,2 6,3 8,8 7,7 10,2 9 11,4 10

20 M32 ,M33 ,M36 ,M38 ,M42 7,1 6,2 8,7 7,6 10 8,8 11.2 9,9

21 M32 ,M33 ,M36 ,M38 ,M42 7 6,1 8,6 7,5 9,9 8,7 11.1 9,7

22 M32 ,M33 ,M36 ,M38 ,M42 6,9 6 8,4 7,4 9,8 8,5 10,9 9,6

I 23 M32,M33 ,M36,M38,M42 6,8 6 8,3 7,3 9,6 8.4 10,8 9,4

24 M32 ,M33,M36,M38,M42 6,7 5,9 8,2 7,2 9,5 8,3 10,6 9,3

25 M32 ,M3 3,M36 ,M38 ,M42 6,6 5,8 8,1 7, I 9,4 8,2 10,) 9,2

26 M36,M38 ,M42 6,5 5,7 8 7 9,2 8,1 10,3 9, 1

27 M36 ,M38 ,M42 6,5 5,7 7,9 6,9 9, 1 8,1 10,2 9

28 M36 ,M38,M42 6,4 5,6 7,8 6,9 9 7,9 10,1 8,9

29 M36 ,M38,M42 6,3 5,5 7,7 6,8 8,9 7,8 10 8,8

30 M36 ,M38 ,M42 6,2 5,5 7,7 6,7 8,9 7,8 9,9 8,7

31 M36,M38,M42 6,2 5,4 7,6 6,6 8,7 7,7 9,8 8,6

32 M36 ,M38 ,M42 6,1 5,4 7,5 6,6 8,7 7,6 9,7 8,5

33 M36 ,M38 ,M42 6,1 5,3 7,4 6,5 8,6 7,5 9,6 8,4

34 M36 ,M38,M42 6 5,3 7,4 6,4 8,5 7,4 9,5 8.3

35 M36 ,M38 ,M42 5,9 5,2 7,3 6,4 8,4 7,4 9,4 8,2

36 M42 5,9 5,2 7,2 6,3 8,3 7,3 9,3 1;,2

37 M42 5,8 5,1 7,2 6,3 8,3 7,2 9,2 8,1

38 M42 5,8 5,1 7,1 6,2 8,2 7,2 9,2 8

39 M42 5,7 5 7 6,2 8,1 7,1 9,1 8

40 M42 5,7 5 7 6,1 S,I 7,1 9 7,9

41 M42 5,7 5 6,9 6, 1 8 7 9 7,9

42 M42 5,6 4,9 6,9 6 8 7 8,9 7,S

43 M42 5,6 4,8 6,8 6 7,9 6,9 8,8 7,7

44 M42 5,5 4,8 6,8 5,9 7,8 6,9 8,8 7,7

45 M42 5,5 4,8 6,7 5,9 7,8 6,8 8,7 7,6

FTlU. Pikartska 7,7 160 Ostrava Radvanice. tel '"-420 595 223 III. fax -'-420 596 232 6 2, e-mail: ftzuEft zu.cz
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Physical Technical Testing Institute

Ostrava-Radvan ice

Annex No.1

to the EC-Type Examination Certificate N° FTZU 10 ATEX 0022

Cross-
No. Allowable current loadin [A] related to tern erature rise (A'I'sur f, A'Fcor e

section
of Bushing 30 K 45 K 60 K 75 K

[rnrn
2
]

condu dimension Isurf Icore Isurf Icore Isurf (core (surf (core
ctors

(*) (**) (*) (**) (*) (**) (*) (**)

I M IO,M 12,M 16,M24 ,M25 24 20,5 29 25 , 1 34 29 39 32,4

2 M I6 ,M2 4,M25 19,1 16,5 23,4 20 ,2 27 23,4 30 ,2 26, 1

3 M 16,M24,M2 5 16,7 14 ,5 20,5 17,7 23 ,7 20 .5 26,5 22 ,9

4 M 16,M24,M2 5 15,3 13,2 18,7 16,2 2 1,6 18,7 24 ,2 20.9

5 M 16,M24,M25,M32,M33 ,M36,M3 8 14,2 12,3 17,4 15, 1 20 ,1 17,4 22 ,5 19,5

6 M 16,M24,M25,M32,M3 3,M36,M38 13,4 11,6 16,5 14,3 19 16,5 2 1,3 18,4

7 M24 ,M25 ,M32,M33,M36,M38 12,8 11,1 15,7 13,6 18, I 15,7 20,3 17,5

8 M24 ,M2 5,M32,M33 ,M36,M38 12,3 10,6 IS 13 17,4 15 19,4 16,8

9 M32.M33,M36,M38 11,8 10,2 14,5 12,5 16,7 14,5 18,7 16.2

10 M32 ,M33 ,M36,M38 11,4 9,9 14 12, 1 16,2 14 18,1 15,7

II M32,M33,M36,M38 11,1 9,6 13,6 11,8 15,7 13,6 17,6 15,2

12 M32,M33,M36,M38 10,8 9,3 13,2 II ,S 15,3 13,2 17,1 14,8

13 M32,M33,M3 6,M38 ,M42 10,5 9,1 12,9 II ,2 14,9 12,9 16,7 14,4

14 M32 ,M3 3,M3 6,M3 8,M4 2 10,3 8,9 12,6 10,9 14,6 12,6 16,3 14,1

15 M32,M33,M36 ,M38,M42 10,1 8,7 12,3 10,7 14,2 12,3 15,9 13,8

16 M32 ,M33,M3 6,M38,M4 2 9,9 8,5 12,1 ro.s 14 12,1 15,6 13,5

17 M32,M 33,M36,M38 ,M42 9,7 8,4 11,9 10,3 13,7 1l ,9 15,3 13,3

1,5
HI M32,M 33,M36,M38 ,M42 9,5 8,2 11,6 10,1 13,5 11.6 15 13

19 M32,M33, M36 ,M38 ,M42 9,3 8, 1 II ,4 9,9 13,2 11,4 14,8 12,8

20 M32,M33 ,M3 6,M38,M42 9,2 7,9 11,2 9,7 13 11.2 14,5 12,6

21 M32 ,M33 ,M36,M38 ,M42 9 7,8 11,1 9,6 12,8 II , I 14,3 12,4

22 M32,M33 ,M42 8,9 7,7 10,9 9,4 12,6 10,9 14, 1 12,2

23 M42 8,8 7,6 10,8 9,3 12,5 10.8 13,9 12,1

24 M42 8,7 7,5 10,6 9,2 12,3 10,6 13,7 1l ,9

25 M42 8,6 7,4 10,5 9,1 12,1 10,5 13,6 II ,7

26 M42 8,4 7,3 10,4 9 12 10,4 13,4 II ,6

27 M42 8,4 7,2 10,2 8,9 11,8 10,2 13.2 11,5

28 M42 8,3 7,1 10,1 8,8 11.7 10, 1 13,1 11.3

29 M42 8,2 7,1 10 8,7 11,6 10 12.9 IJ.2

30 M42 8,1 7 9,9 8,6 11,5 9,9 12.8 11.1

31 M42 8 6,9 9,8 8,5 11.3 9.8 12,7 II

32 M42 7,9 6,8 9,7 8,4 11,2 9,7 12.5 10,8

33 M42 7,8 6,8 9,6 8,3 11.1 9,6 12,4 10.7

34 M42 7,8 6,7 9,5 8,2 II 9,5 12,3 10,6

35 M42 7,7 6,6 9,4 8,1 10.9 9,4 12,2 10,5

36 M42 7,6 6.6 9,3 8,1 10.8 9,3 12,1 10,5
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Physical Technical Testing Institute

Ostrava-Radvanice

Annex No.1

to the EC-Type Examination Certificate N° FTZU 10 ATEX 0022

Cross-
No. Allowable current loadinq [Al related to temperature rise (Cl.Tsur f, Cl.Tco re)

section
of Bushing 30 K 45 K 60 K 75 K

[mm
2

]
condu dimension Isurf Icore Isurf Icore Isurf Icorc Isurf Icore
ctors (0) (*0 ) (0) (00) (0) (00) (0) (00)

I M 16,M24,M25 32 27,8 40 34,1 45 39,4 51 44

2 M 16,M24,M25 26,4 22,5 32,3 27,5 37,3 3 1,8 41,7 35,5

3 M 16,M24 ,M25 23,1 19,7 28,3 24,1 32,7 27,8 36,6 3 1, 1

4 M24,M25 2 1,1 18 25,9 22 29,9 25,4 33,4 28,5

5 M24 ,M33 ,M32 ,M33 ,M36 ,M38 19,7 16,7 24,1 20,5 27,8 23,7 3 1, 1 26,5

6 M24 ,M33 ,M32 ,M33 ,M36 ,M38 18,6 15,8 22,8 19,4 26,3 22,4 29,4 25

7 M24 ,M25 ,M32 ,M33 ,M36 ,M38 17,7 15,1 21,7 18,4 25 2 1,3 28 23,8

8 M24 ,M25 ,M32,M33,M36 ,M38,M42 17 14,4 20,8 17,7 24 20,5 26,9 22,9

9 M32 ,M33 ,M36 ,M38 ,M42 16,3 13,9 20 17 23,1 19,7 25,9 22

10 M32 ,M33 ,M36,M38 ,M42 15,8 13,5 19,4 16,5 22,4 19,1 25 21,3

II M32 ,M33,M36 ,M38 ,M42 15,3 13,1 18,8 16 2 1.7 18,5 24,3 20,7

12 M32,M33,M36,M38 ,M42 14,9 12,7 18,3 15,6 2 1.1 18 23.6 20,1

2,5 13 M32 ,M33,M36,M38 ,M42 14,5 12,4 17,8 15,2 20,6 17,5 23 19,6

14 M36,M38 ,M42 14,2 12,1 17,4 14,8 20,1 17, I 22.5 19,2

15 M36,M38,M42 13,9 11,8 17 14,5 19,7 16,8 22 18,7

16 M42 13,6 11,6 16,7 14,2 19,3 16,4 21.6 18,4

17 M42 13,4 11,4 16,4 14 18,9 16,1 21.2 18

18 M42 13,1 11,2 16,1 13,7 18,6 15,8 20,8 17,7

19 M42 12,9 II 15,8 13,5 18,3 15,5 20,4 17,4

20 M42 12,7 10,8 15,5 13,2 18 15,3 20,1 17,1

21 M42 12,5 10,6 15,3 13 17,7 15,1 19,8 16,9

22 M42 12,3 10,5 15,1 12,9 17,4 14,8 19,5 16,6

23 M42 12,2 10,3 14,9 12,7 17,2 14,7 19,3 16,4

24 M42 12 10,2 14,7 12,5 17 14,4 19 16,1

25 M42 11,8 10,1 14,5 12,4 16,8 14,3 18,8 16

1 M 16,M32,M33,M36,M38 42 36,9 53 45 ,2 6 1 52,2 69 58,4
2 M16,M24,M25,M32,M33,M36,M38 35,5 29,8 43,5 36,5 50,2 42,2 56,2 47, I

3 M 16,M24,M25,M32,M33,M36,M38 3 1,1 26,1 38,1 32 44 36,9 49,2 4 1,3
4 M24 ,M25 ,M32 ,M33 ,M36 ,M38 28,4 23,9 34,8 29,2 40,2 33,8 45 37,7

5 M24 ,M25 ,M32 ,M33 ,M36 ,M38 26,5 22,2 32,4 27,2 37,5 3 1.4 41,9 35.2
6 M32 ,M33,M36 ,M38 25 2 1 30,7 25,7 35,4 29.7 39.6 33,2

7 M32 ,M33 ,M36,M38 23,8 20 29,2 24,5 33,7 28,3 37,7 3 1,6

8 M32 ,M33 ,M36 ,M38 ,M42 22,9 19,2 28 23,5 32.3 27,1 36,2 30,3

4
9 M36,M38 ,M42 22 18,5 27 22,6 3 1.1 26,1 34,8 29,2

10 M36.M38,M42 21,3 17,9 26. 1 21,9 30,1 25.3 33,7 28.3

11 M42 20.6 17.3 25,3 2 1,2 29.2 24.5 32.7 27,3

12 M42 20,1 16,9 24,6 20.7 28,5 23.9 31,8 26.7

13 M42 19,6 16,4 24 20,1 27,7 23,2 31 26

14 M42 19,2 16,1 23,5 19,7 27,1 22,7 30,3 25,4

15 M42 18,7 15,7 22,9 19,2 26,5 22,2 29,6 24,9

16 M42 18,4 15,4 22,5 18,9 26 2 1,8 29,1 24,4

17 M42 18 15,1 22,1 18,5 25,5 21,4 28,5 23.9

18 M42 17,7 14,8 21,7 18,2 25 21 28 23,5
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Physical Technical Testing Institute

Ostrava-Radvanice

Annex No.1

to the EC-Type Examination Certificate N° FTZU to ATEX 0022

Cross-
No . Allowable current loadlnq fAI related to temperature rise (1.\Ts ur f, 1.\Tco re)

section
of Bushing 30 K 45 K 60 K 75 K

[mm
2
]

condu dimension Isurf Icore Isurf Icor e Isur f Icore Isur f Icore
ctors

(*) (**) (* ) (** ) (*) (**) (*) (**)

1 M16,M24,M25 57 47 70 58 79 67 89 75
2 M24,M25,M32,M33,M36,M38 45 38 56 47 64 54 73 60
3 M24,M25,M32,M33,M36,M38 40 33 49 41 56 47 58 53
4 M24,M25,M32,M33,M36,M38 36 30 45 37 52 43 54 48
5 M24,M25,M32,M33,M36,M38,M42 34 28 4\ 35 48 40 51 45

6
6 M32,M33,M36,M38,M42 32 27 39 33 45 38 48 42
7 M32,M33,M36,M38,M42 30 26 37 31 43 36 46 40
8 M32,M33,M36,M38,M42 29 25 36 30 41 35 45 39
9 M36,M38,M42 28 24 34 29 40 33 43 37
10 M36,M38,M42 27 23 33 28 38 32 42 36
II M42 26 22 32 27 37 31 41 35

12 M42 26 21 31 26 36 30 40 34
1 M24,M25 72 64 91 78 106 90 121 101
2 M24,M25,M32,M33,M36,M38 63 52 77 63 89 73 99 82
3 M24,M25,M32,M33,M36,M38 55 45 68 55 78 64 87 72

4 M32,M33,M36,M38,M42 50 41 62 51 71 59 80 65

10
5 M36,M38,M42 47 39 57 47 66 55 74 61
6 M36,M38,M42 44 36 54 45 63 51 70 58
7 M42 42 35 52 43 60 49 67 55

8 M42 40 33 50 41 57 47 64 53
9 M42 39 32 48 39 55 45 62 51
10 M42 38 31 46 38 53 44 60 49
1 M24,M25,M36,M38 98 85 110 104 143 120 159 134
2 M24,M25,M32,M33,M36,M38 85 69 104 84 120 97 135 108
3 M24,M25,M32,M33,M36,M38 74 60 91 74 105 85 11 8 95
4 M32,M33,M36,M38,M42 68 55 83 67 96 78 108 87

16
5 M36,M38,M42 63 51 78 63 90 72 100 81
6 M36,M38,M42 60 48 73 59 85 68 95 76
7 M42 57 46 70 56 81 65 90 73
8 M42 55 44 67 54 77 62 86 70
9 M42 52 43 64 52 74 60 83 67
10 M42 51 41 62 50 72 58 81 65
1 M32, M33,M36,M38 129 III 161 136 188 157 212 175

25 2 M42 113 90 138 11 0 160 127 179 142
3 M42 99 79 121 96 140 111 156 124
1 M32, M33 ,M36,M38 155 136 195 166 227 192 256 215

35 2 M42 140 110 171 134 198 155 22\ 173
3 M42 122 96 150 118 173 136 194 152

(*) Isurf - current causing temperature rise of external surface of wire insulation L'. Tsurf. Temperature of

external surface of wire insulation Tsurf determines the temperature class Tx of cable bushing.

(**) Icore - current causing temperature rise of copper wire core L'. Teare. Temperature of copper wire core must

not be higher then their maximum operating temperature Tserv.
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(1 )

Physical Technical Testing Institute

Ostrava-Radvanice

Supplement No.1 to

EC-Type Examination Certificate
(2) Equipment or Protective Systems Intended for use

in Potentially Explosive Atmospheres

Directive 94/9/EC

(3) EC-Type Examination Certificate Number:

FTZU 10 ATEX 0022

(4) Equipment or protective system :

(5) Manufacturer: GENERI, s.r.o.

Explosion proof bushings type M... x . - .

(6) Address: Unicovska 50, 787 01 SUMPERK, Czech Republic

(7) This supplement of certificate is val id for: - recertification according to the new standards

- new model (variant) - extens ion of series

- prolongation of certificate validity

(8) Mod ification of certified apparatus (protective system) and any of its approved variants are specified in

documentation , a list of which is mentioned in the schedule of th is certificate .

(9) Th is supplement to type exam ination certificate is valid on ly for type exam ination of des ign and

construction of product sample in accordance with Annex 3 Pa ragraph 6 ) of Di rective No. 94/9/EC. The

Directive contains other requirements wh ich the manufacturer shall fulfi l before products are placed on

the market or introduce in service.

(10) Safety requirements of modified parts were fulfilled by satisfying the following standards:

EN 60079-0:2009; EN 60079-1 :2007; EN 60079-7:2007

(11) Marking of equipment shall conta in symbols :

@ I M2 III 2G Ex de IlliG Gb Tx - see below Annex (valid only for type M.S.x.)

@ 1M2 I II 2G Ex d 111IG Gb Tx - see below Annex (valid for all other types)

(12) This type examination certificate is valid till:

Responsible person :

l/;P . \
Dip! Ing. l.uka

Head of certific

31.08.2017
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This supplement to certificate is granted subject to the general conditions of the Physical Technical Testing Institute.

This supplement to certificate may only be reproduced in its entirety and without any change, schedule included.
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(13)

Physical Technical Testing Institute

Ostrava-Radvanice

Schedule

(14) Supplement No.1 to

EC-Type Examination Certificate N° FTZU 10 ATEX 0022

(15) Descr iption of Equipment or Protective System :

a) Explosion proof bushing s type M...-x.-. is recertified according standards EN 60079-0:2009;

EN 60079-1:2007 and EN 60079-7:2007 .

b) Enlargement about new sealing compound .

c) Enlargement about new variant bushings (see below annex No.1 ).

(16) Report No. : 10/0022-01

(17) Special conditions for safe use: none

dated 16.08.2012

(18) Essent ial Health and Safety Requirements:

Covered by standards mentioned in (10) of this certificate .

(1 9) List of documentation:

:;.. Drawing No.: G-2-90282/8 rev.1

G-2-90282/9 rev.1

G-2-90282 /10

:;.. Encapsulation procedure No. T730012 rev. 4 (2 sheets )

;. Descr iption to drawing No. G-2-902826/ (10 pages )

,. Tec hnical description No. N740087 - 2. edition

Respons ible pers

Dip!. Ing. l.uka Mart inek

Head of certi fication body

dated 09 .01.2012

dated 09.01.2012

dated 09 .01.2012

dated 02.05 .2012

dated 02 .05.2012

dated 02 .05.2012

Date of issue : 17.08.2012
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Physical Technica l Testing Institute

Ostrava-Radvanice

Annex No.1

to Supplement No.1 to

EC-Type Examination Certificate N° FTZU 10 ATEX 0022

NEW BUSHING SPECIFICATION:

M. x . - Explosion proof bushing sc rew

LAdditional marking: without marking - body with holes

T - body without holes

S - body with groove

Cond ocross-sections: 50 or 70 mm
2

(type V)

Number of conductors, coaxial or opt ical cables: 1 to 45 (types K, 0 and V)

Type of bush ing : 0 - with data cables

F - with connector

Bush ing dimension : M16.1 - screw case M16x1-6g

Cross- Bushing
All owa ble current loading [Aj related to temperature rise (t.Tsurf, DTcore)

section
No. of 30 K 45 K 60 K 75 K

[mm
2j conductors dimension Isurf Icore Isurf Icore Isurf Icore Isurf Icore

(*) (**) (-) (**) (*) (**) (*) (-*)

2 M36,M38 113 90 138 110 160 127 179 142

25
3 M38 99 79 121 96 140 111 156 124
4 M42 90 71 111 87 128 101 143 113

5 M42 84 66 103 81 119 94 133 105

2 M36,M38 140 110 171 134 198 155 221 173
35 3 M38 122 96 150 118 173 136 194 152

4 M42 112 87 137 107 158 124 177 138

1 M32, M33,M36,M38,M42 207 168 253 205 292 237 327 265
50 2 M38,M42 167 135 204 166 236 192 264 214

3 M42 146 118 179 145 207 168 231 188

70 1 M32, M33,M36,M38,M42 257 205 313 252 378 291 405 325
2 M42 207 166 253 203 292 235 327 262

Note." Nominal voltage is specificated by used cross-section of wires .
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Physical Technical Testing Institute

Ostrava-Radvanice

Annex No.1

to Supplement No.1 to

EC-Type Examination Certificate N° FTZU 10 ATEX 0022

Flat cable bushing of type M.P.x.

P3 -60°C ~ Tserv s +115°C

Wire bushing of type M.V.x.

V9 -20°C s Tserv ~ +250°C 30kV 61kV

V10 -20°C ~ Tserv ~ +200°C 10kV 21kV

V11 -40°C ~ Tserv s +80°C 1,8/3kV 7kV

V12 -40°C ~ Tserv s +80°C 1,8/3kV 7kV

V13 -40°C ~ Tserv s +80°C 3,6/6kV 13kV

V14 -40°C s Tserv s +80°C 3,6/6kV 13kV

V15 -60°C s Tserv s +180°C 10kV 21kV

V16 -55°C s Tserv ~ +180°C 6kV 13kV

V17 -30°C s Tserv ~ +85°C 19kV 39kV

V18 -30°C ~ Tserv s +70°C 5kV 11kV

V19 -15°C s Tserv s +105°C 600V 3kV

V20 -30°C ~ Tserv s +80°C 300V 2kV

V21 -25°C s Tserv s +125°C 600V 2,5kV

V22 -40°C s Tserv s +125°C 450/700V 2,5kV

V23 -60°C s Tserv ~ +180°C 600/1000V 3kV

V24 -60°C s Tserv s +180°C 600/1000V 3kV

V25 -55°C ~ Tserv ~ +180°C 300/500V 11kV

V26 -20°C s Tserv s +60°C 500V 3kV

V27 -60°C ~ Tserv s +70°C 300/500V 2kV

** Lower value means nominal voltage of bushing with wires cross-sections up to 1 rnrn" incl.,

higher value means nominal voltage of bushing with wires cross-sections above 1 rnrn".
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